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Item	 Description	 Part Number	 Notes/Qty
Whatever your goals for your XKs’ instruments — from presentable and functional to like-new and concours-
ready — we can accommodate them. Our rebuilders have been working on Smiths and Lucas instruments since, 
well, probably before they would like to admit. They have the experience, parts and knowledge to do whatever is 
required to make your instruments look and function like new. XKs Unlimited offers two basic levels of instrument 
service: rebuild and restoration. Pricing varies. We would be happy to give you a quote before any work is done. All 
work is guaranteed. Please note that we highly recommend that new cables be fitted in conjunction with rebuild 
speedos or mechanical tachometers.

Rebuilt Gauges

	 Our base service includes repainted bezels, a thorough cleaning, lubrication and testing of each instrument 	
	 to function as new. The cosmetic results are often excellent. Required parts are extra-cost.	

	 Tachometer	 10-0001	 Does not include clock.	

	 Speedometer	 10-0002	 	

	 Fuel Level Gauge	 10-0004	 	

	 Oil Pressure Gauge	 10-0005	 	

	 Ammeter	 10-0006	 	

	 Dual Water Temperature/Oil Pressure Gauge	 10-0007	 	

	 Dual Fuel Level/Oil Level Gauge	 10-0018	 Early XK-120 only.	

	 Quartz Clock Conversion	 10-0003XK	 	
	 Note: A modern quartz movement is installed behind the original face. Original movements are so 	
	 unreliable and worn that they cannot be successfully rebuilt.	 	

Restored Gauges

	 For show-quality gauges, our restoration service is the way to go. In addition to the rebuilding service above, 	
	 restored gauges receive re-printed faces (and dials on odometers) and new light filters. The transformation is 	
	 often astounding.	 	 	

	 Tachometer	 10-0001RS	 Does not include clock.	

	 Speedometer	 10-0002RS	 	

	 Fuel Level Gauge	 10-0004RS	 	

	 Oil Pressure Gauge	 10-0005RS	 	

	 Ammeter	 10-0006RS	 	

	 Dual Water Temp./Oil Pressure Gauge	 10-0007RS	 	

	 Dual Fuel Level/Oil Level Gauge	 10-0018RS	 Early XK-120 only.	

	 Quartz Clock Conversion	 10-0003XKRS	 	
	 Note: A modern quartz movement is installed behind the original face. Original movements are so 	
	 unreliable and worn that they cannot be successfully rebuilt.	 	

Instrument Rebuilding Services




